Stay Connected in HD

Experience the simplicity of plug-and-play setup in a fully weatherproof security camera. View and record stunning HD video with no recurring fees.

720P Resolution  16 Cameras Supported  Up to 50FT Night Vision
FEATURES:

• View, record & playback in real-time HD
• Weatherproof indoor/outdoor camera (IP66 rated)
• Cold climate capability (operates to -4°F / -20°C)
• Record to smartphone, tablet, PC, Mac or NAS
• Wi-Fi & wired Internet connectivity. Easy connection to Wi-Fi networks with WPS
• Night vision up to 50ft (15m)
• microSD recording & playback
• Extend wired connection up to 164ft using standard Ethernet cabling (6ft cable included)
• 5 second pre-recording of motion events
• Built-in microphone for listen-in audio. Sound activated alerts
• Push notification of events & email alerts with snapshot attachments
• H.264 video compression
• Simultaneous microSD card, PC, Mac, NAS and mobile recording
• Supports up to 20 simultaneous users
• Expandable up to 16 cameras
Specifications

Mode: Day & Night
Power: 20V, 0.6A
Processors: RISC CPU, hardware video processing and compression
Network interface: Ethernet 10BaseT/100BaseTX, Auto-MDIX, RJ-45
Wireless interface: IEEE 802.11b/g/n
Image sensor: HD up to 1280x800 resolution
Light sensitivity: 0.2 Lux (IR LED off)
Lens: 4.2mm, F2.4, viewing angle: 62°, fixed iris
Buttons: One reset button, to factory default settings
Indicators: One LED for Internet connection status indication
Video compression: H.264
Video streaming: Separate frame rate/resolution/bandwidth settings for PC and mobile
Resolution: 1280x800, 1024x768, VGA (640x480), QVGA (320x240)
Bandwidth: 64Kbps – 3Mbps
Frame rate: 1~30fps
Audio: Built-in microphone for audio monitoring
Video management software: L-View software for viewing and archiving up to 16 cameras (PC/Mac)
Lorex Ping app for viewing cameras on mobile (iOS/Android™)
Security: Web management username/password protection
Video display ID/password protection
WiFi WEP and WPA/WPA2 security mode
Installation, management and maintenance:
Plug & play by ID/password
Firmware upgrades by FTP
L-View SW upgrade Push Notification
Users: Up to 20 simultaneous users (depends on video settings and Internet bandwidth)
Alarm and event management:
Events triggered by motion and sound detection
E-mail/FTP alarm message
Push notification on supported mobile devices
Approvals:
EMC – CE, FCC Part 15 Subpart B Class B, IC Class B
Wireless RF – CE, FCC Part 15 Subpart C

Product Information

LNC226X Wireless HD Outdoor Network Camera
UPC 7-78597-00226-3
Package Weight: 0.8 kg / 1.8 lbs
Package Dimensions: 280 x 89 x 191mm / 11 x 3.5 x 7.5" (W x D x H)
Package Cube: 0.0048 CBM x 0.168 CBF
Contents: Indoor/outdoor camera, Ethernet cable, Power adapter, Quick Setup Guide, CD (user manual included on CD)

Dimensions

Indoor / Outdoor: Both (IP66 rated)*
Operating conditions: -20 – 50°C
Humidity 20–80% RH (non-condensing)
Dimensions (W x D x H): 58 x 230 x 52mm / 2.3 x 9.1 x 2.1"
Weight: 0.37kg / 0.81lbs (including camera bracket)

Disclaimers

1. Not intended for submersion in water. Installation in a sheltered location recommended.
2. Requires a high speed Internet connection and a wired connection to a router (not included). An upload speed of 1Mbps is recommended for optimal video performance. Up to 3 devices may connect to the system at the same time. For the latest compatibility list check www.lorextechnology.com/support as new models become available in the market.
3. Compatible with WPS enabled routers (not included).
4. Stated IR illumination ranges are based on ideal conditions in total darkness and typical outdoor night time ambient lighting. Actual range and image clarity depends on installation location, viewing area and light reflection / absorption.
5. microSD card not included (supports up to 32GB).
6. Connection speed may vary depending Internet bandwidth.
7. Additional cameras sold separately.

Lorex Corporation
250 Royal Crest Court
Markham, Ontario,
Canada L3R 3S1
901 Elkridge Landing Road, Suite 100
Linthicum, Maryland 21090,
USA.

© 2014 Lorex Corporation
As our product is subject to continuous improvement, Lorex Corporation & subsidiaries reserve the right to modify product design, specifications & prices without notice and without incurring any obligation. E&OE.